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PREFACE §

This example emergency plan has been developed to illustrate plauning .
pursuant to the guidance provided in Flood Emergency Plans--Guidelines for ’
Corps Dams. The subject of the example is Blue Marsh Dam and Lake, Berks
County, Pennsylvania.

While the data and conditions presented are relevant to most field
' conditions at Blue Marsh Lake, the example emergency plan is idealized. It
is written to include some equipment and other relevant arrangements that
represent ideal conditions for which other arrangements could be substitu-
} ted. This document should not be relied on as a operational plan or as an
accurate representation of the actually existing arrangements for identify- '
ing and dealing with emergencies affecting Blue Marsh Dam and Lake.

The example plan has been developed only to the point necessary to
demonstrate the planning guidelines. Site-specific and/or task-specific
details have been omitted in many instances. For example, the form of a
listing of persons and organizations to be contacted in an emergency is
shown as part of the Notification Subplan but actual names and telephone
numbers are not. Actual plans should be complete with respect to such
details.

The example emergency plan presents all of the emergency procedures
and other components as part of a single plan. This format is not required
by the GCuidelines. Emergency provisions may be handled as separate docu~
ments, supplements to existing project documents or a combination of both so
1 long as all of the essential components of an adequate plan are present.
. Each plan to deal with flood emergencies at dams must be tailored to the
specific conditions at the structure and downstream areas, and to the
organizational and operational structure of the responsible office.
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EXAMPLE EMERGENCY PLAN
FOR
BLUE MARSH DAM AND LAKE

1. Introduction

Much of the land surrounding Blue Marsh Lake that would be inundated
by a spillway design flood is not in Federal ownership. The possibility
therefore exists that high water levels could cause a hazard to life and
property in the vicinity of the lake. In addition, large flows from the lake

during design floods could be hazardous to life and property in downstream
areas.

a. Purpose

This plan implements the Corps program to prepare emergency plans for
all Corps dams. It provides a guide for actions to identify and mitigate or
respond to various types of emergencies which, while rare, could occur in
the operation of Blue Marsh Dam. Specific information on emergency actions
to be taken is provided in the following appendicies:

(1) Appendix 1, Emergency Identification Subplan.

(2) Appendix 2, Emergency Operations and Repair Subplan.

(3) Appendix 3, Emergency Notification Subplan.

b. Applicability

The emergency plan is applicable to all Corps elements and field
offices concerned with operation of Blue Marsh Dam.

c¢. References

(1) Federal Guidelines for Dam Safety. Prepared by the Ad Hoc Inter-
agency Committee on Dam Safety of the Federal Coordinating Council

for Science, Engineering and Technology. Washington, DC. June 25,
1979.

(2) Flood Emergency Plans, Guidelines for Corps Dams. June 1980.

(3) DAEN-CWR-P letter dated 30 November 1979, Subject: Policy Issue No.

79-13, Corps Role in Emergency Planning for Areas Downstream of
Corps of Engineers Dams.

(4) ER 1130-2-417, Major Rehabilitation Program and Dam Safety Assurance
Program (Revised Edition, 1980).

(5) ER 1130-2-419, Dam Operations Management Policy, dated 18 May 1978,

Hypothetical Example for Demonstration Purposes Only

/




(v) ER 1110-2-101, Reporting of Evidence of Distress of Civil Works
Projects, dated 10 May 196%,

(7) ER 1105-2-40, Floodplain Management Services Program, dated 14
September 19790.

{8) ER 500-1-1, Emergency Employment of Army and Other Resources,
Natural Disaster Procedures, dated 9 January 1978.

{9) DAEN-CWE letter dated 20 March 1978. Subject: Evacuation Plans for
Areas Downstream of Corps Dams and Corps/State Cooperation on Safety
Review of Corps Dams.

(10) Analysis of Hypothetical Dam-Break Flood Waves for Blue Marsh Dam
Near Reading, Pennsylvania. Special Projects Memo No. 79-1, Hydro-
logic Engineering Center, U.S. Army Corps of Engineers. June 1970,

(11) Blue Marsh Dam and Reservoir, Design Memorandum No. 4, General
Design Memorandum. U.S. Army Corps of Engineers. August 1907.

(12) Blue Marsh Lake, Design Memorandum No. 15A. Recreation-Resource _

Management, Appendicies to the Master Plan. U.S. Army Corps of

: Engineers. June 1975.

(13) Blue Marsh Lake Instrumentation Plan. U.S. Army Corps of Engineers
(Undated).

(14) Reservoir Regulation Manual, Blue Marsh Lake. (Preliminary) U.S.
. Army Corps of Engineers. Revised April 1080.

(15) Report on the Comprehensive Survey of the Water Resources of the
< Delaware River Basin. House Document 522, 87th Congress, 2nd
Session. August 1962,

(16) Status Report, Blue Marsh Lake Hydropower Reconnaisance. U.S. Army
Corps of Engineers (Undated).

(17) Draft Feasibility Report, Schuylkill River Review Study. U.S. Army
Corps of Engineers, 1980.

(18) Blue Marsh Lake Operation and Maintenance Manual. (Preliminary) U.S.
Army Corps of Engineers. 1981.

d.

92

cope

“This plan addresses emergencies related to above normal reservoir
water levels and/or rapid release of large volumes of water past the dam. It
covers identification of impending or existing emergencies, notification of
other parties concerning impending or existing emergencies, and emergency
operations and repairs. Areas potentially affected by emergencies are identi-
\ fied for the cases of Spillway Design Flood without dam failure; Spillway
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Design Flood with dam failure; and dam tfailure at normal high pool level
{top of flood control pool).

e. Definitions

(1) Pre-Emergency

A "Pre-Emergency" condition is one in which some impending or
existing threat to the safe operation of the dam and reservoir
is recognized but no significant hazard to life or property is
expected to occur. Notification of other Corps offices is
required upon declaration of a Pre-Emergency condition.

(2) Emergency

An "Emergency" condition is one in which the occcurrence of a
significant hazard to life or property is possible or certain to
occur. Conditions justifying declaration of an Emergency condi-
tion may be imminent, such as breach of the dam or uncontrol-
lable piping, or longer term, such as predicted large inflows.
Warnings to evacuate are regquired upon declaration of an
Emergency condition.

2. Description of Project Area

a. Location

The Blue Marsh project is Jocated in Berks County in southeastern
Pennsylvania (Plate 1). Blue Marsh Dam is on Tulpehocken Creek, about seven
miles northwest of the confluence of the creek with the Schuylkill River at
Reading, Pennsylvania.

’ b. Topography

The project area is in the Great Valley section of the Appalachian
Valley and Ridge Province. The Tulpehocken watershed is aligned in a
southeasterly direction and traverses gently rolling northwest-southwest
trending ridges. Relief varies from 70 feet to 250 feet. Elevations of the
stream valley vary from 235 feet NGVD at the dam site to 305 feet NGVD at
the upstream reservoir limits. The elevation of the valley walls vary from
310 feet NGVD at the dam site to 530 feet NCVD at the upstream reservoir
limits.

c. Geology

Tulpehocken Creek has entrenched its valley into thinly bedded to
highly fissile rocks belonging mostly to the Martinsburg formation of Upper
Ordovician age. Limestones, sandstones and shales are interfolded in a tight
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system of northeast-southwest trending anticlines and synclines. They
present no problem of leakage. A 5,000 foot by 800 foot oval-shaped inlier
of dolomitic 1limestone occurs in the reservoir area about 2,000 feet
upstream of the dam axis. The inlier contains cavities, solution holes and
one known cave but, for the most part, is covered with a S§-to 20-foot deep
layer of impervious material consisting of clay, silt and rock tragments.
Bedrock is weathered to as much as 50 teet below the ground surface in some
locations with an average depth of weathering of 10 to 20 feet. The area is
designated as seismic zone 2.

d. Climate

The project area is located in the temperate northeast Atlantic Coast
climatic zone, an area of frequently changing temperatures and moderate,
year-round precipitation. A precipitation rate of 0.1 inch or more per day
occurs an average of 5 to & days per month, while a daily fall of 0.3 inch
or more has a mean frequency of only 2 or 3 days per month. On most of these
days, precipitation occurs in the form of showers. However, three types of
storms occasionally occur in the Tulpehocken Creek watershed: warm front
storms, cold front storms and hurricanes. The most severe basin-wide floods
of record in the Tulpehocken Creek watershed were caused by warm front
storms and hurricanes. Cold tront storms frequently cause tlash tloods and
bank overflow along tributaries to the creek. Snowtall averages about 30
inches per year over the entire Tulpehocken Creek watershed. Historically,
snow has never accumulated and melted suddenly in sufficient quantities to
cause flooding. However. snowmelt flooding is a prssibility.

e. Principal Streams

Tulpehocken Creek has its source near Lebanon, Pennsylvania. It flows
in a southeasterly direction to its confluence with the Schuylkill River in
the City of Reading. Pennsylvania. From the confluence with Tulpehocken
Creek, the Schuyvlkill river flows in a southeasterly direction to its
confluence with the Delaware River in Philadelphia. Pennsyvlvania.

The Tulpehocken Creek watershed is approximately 1% miles in lencth
and varies in width from 7 to 17 miles. It has a drainage area of about 214
square miles, 175 square miles of which are located above Blue Marsh Dam.
The creek has a length of approximately 30 miles and a slope of approxi-
mately 14 feet per mile.

The major tributaries to Tulephocken Creek are Spring, Northkill,
Littie Northkill, Cacoosing, and Plum Creeks. There are numerous other
smaller tributaries.

Annual runoff from the area above the damsite averases 27.4 inches.
The average discharge on Tulpehocken Creek four miles Jdownstream of the
damsite is 289 c¢fs. The mean flow at the damsite is estimated to be 1.32 cfs
per square mile.
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There arce 22 small or low head dams in the upper reaches of Tulpe-
hocken Creek and its tributaries. Fourteen of these are located above Blue
Marsh Dam and Lake. The largest of these has a storage volume of 200
acre-feet and the remainder are less than half that capacity.

The Schuylkill River above the mouth of Tulpehocken Creek has a leneth
of approximately 77 miles and a Jdrainage area of approximately o0l square
miles. The reach of the Schuyikill River in the vicinity of Reading has a
slope of approximately 0.3 teet per mile.

3. Description of Project Features

The Blue Marsh Project consists of a lake impounded by Rlue Marsh DPam
and saddle dikes. outlet works. protection works for the borouch of Bern-
ville, and various public use lands and faci” ‘es. Principal features ot

the area are shown on Plate 2.

a. Blue Marsh Dam

Blue Marsh Dam is a rolled carth-till thoan impervious core and
random-till outer sections. [t has a top elev ot 332 feet NGVEL. Heisht

at the maximum section is 9N feet. The dam's to, width is 30 feet and it has
a crest length of 1,773 teet. The dam includes an uncontrolled. open-channel
cut spillway. The spillway has a 300-toot wide concrete sill with a crest
elevation of 307 feet NGVD., The spillway is designed to pass 00,000 ¢fs at
full pool. A maximum water surface colevation of 320,41 feet NOVD is reached
Juring that Spillway Desien Flood (sSDF).

b. saddle Dikes

The project includes three xaddle dikes located in the vicinity of the
dam to contain the lake in the event of extreme hich water fevels. Two of
the dikes are constructed of compacted ecarth and rock-til!l and one of only
compacted earth-fill. The top width of the dikes is 15 feet and beth
upstream and downstream taces have 1 on I slopes.

c. Mutlet Works

The outlet works for  the lake vconsists of a multi-level  intake
structure and a horseshoc-shaped 10-foot diameter conduit. The ocutlet works
have a maximum dJdischaree capacity of approximately 0,200 cofs with the lake
at the Spillway Design Fleood elevation of  320.4 teet NGVD. The intake
structure is equipped with hvdraulically operated service sates and a tixed
wheel, crane operated. transterable cemergency eate. A channel has been
excavated trom the oricinal channel of Tulpehocken Creek to the intake
structure to cnable dewatering of the dam.

The outlet works also contains gates for water quality control. Lake
regzulation plans call tor a conservation release of 41 ¢fs. cquivalent to
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the 7-day, Id-vear discharse of Tulpehochen Ureck and a9 ots release tor
water supply  for the hwestern Berks water \uthoroty 1o o toral minimum
release of 30 ofs, at the caving station below the dam. Discharzes can be
made from various clevarions in the outler works to adreet the guality o
releases.

d. Blue Marsh Lake

The lake has an arca at the spillway crest oloevation of 20000 Gores
and a volume below the spitlway crest o 300010 acre=teer. The Lane prosodes
approximately 32,3™0 acre-teot ot tlood control storave when operatinr oar
the winter rule curve clevation 1Qct. 135 to April I owhion as satticient to
contain the estimated 17 chance 11o0od. At the spillway vre-t devel. Blae
Marsh Lake coxtends about 12 wiles up Tulpehocken Jreew wnd S omile- oy Sprane
Creek. its principal tributacy.

Seasonal rule curve operational plans tor the Take specity ot enance
during summer months of 4 water level of 20000 1t NOVE wnlie durcne winter
months, the reservoir water level s maintatned at 23500 10 NGV,

e. Bernville Protection horks

The boroush of Bernvilieo s docared adjacent to Bluce Morsn ke A
local protection projoct provents toe community tren berng tlooded by haoh
reservolr water levels. The protection works anclude a levee. ronding arca.,
pumping station and rwo oary dams with conduit o cutietss The crost olevation
of the levee varies trom o0 to 20 deet NSV considerable porrtion ot
Bernville would tlood 1n the ovent the rescraoir reached the Spialway Pesien
Flood level of 32003 Novh,

t. Public Usce Areas

Public use arcax associated with the project anclode o visairtoer venter.
nature education area. Jdav use recrvationdal arcas and veat launching tacil-
ties. The public use ftacilitieos provide capacity o qocomadate o total ot
J37.000 visitors annuasty,

g, Instrumentation

Instrumentation related to the operation of Blue Marsh Dam and  Lake
includes  equipment  to collecr and monitor meteorolocical  conditions,
reservoir intflow and outtlow. reservoir level, embankment —urtace motion,
embankment settlement. hydrosta: ‘¢ pressures in the embankment. secpage. and
water quality charavteristivs of Tow-tiow releases.

Meteorological instrumentation at the Jdamsite incluases a nonrevording
rain gage, maximum and minimun temperature indicators, a psvohrometer, an
evaporation pan, and an anemometer. Nonrecording piecipitation gazes lovated
at Meyerstown and Straustown, Pennsvivania are read once daily by volenteers
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for the National Weather Servive. Recording precipitation wages operated by
the National Weather Service are located at Reading and Lebanon, Pennsvl-
vania. Four seclf-reporting, radio transmitting  precipitation  gages  are
located in the Tulpehocken Creek watershed above the dam. The gages are
monitored at the NWS oftice in Phitadelphia. Transmissions from the gages
are also reoceived, decoded, and recorded ot othe dam site.

Crest  stage cages arce located on Northkidl Creekh Gdrainase  rea ot
I~.N sg. mil)oand Little Northkiltl dreck Gdrainage area ot 21020 g, om0
near Bernville. A recording stream sace cquipped for reivihone anteroeeat
is located on Tulpehocken Creek near Bermville tdrainase areas 00,5 sq. w0,
Two self-reporting, radiv transmittine stream goccs are located oo the upyer
reaches of the Tulpehocken Oreeck watershed. The saves are . ontinuonsis
monitored by the NWS  oftice at  Philadelphia.  Troansmissions  are atso
received. devoded and recorded at the dam wate.

Reservoir lfevel eages include a statt vaee and o0 automat ic manometer
type  revording  gage egquipped  Yor  telephone nrerrocation. Quttlow s
measured at a recording stream cage located downstecam ot the dam. Seepage
through the dJdeep valley section of the dam and 1ts toundaticn 1s colledted
by a sand drainage blanket on the downstream toe and sirccted to g "V potdh
weir. The weir s cquipped with an alarm to sSienal bieb flows. The alarm
vings at the administration building and both operators’ homes as well as
trigsgering a hish intensity strobe light located atop the intiahe tower.

Nineteen Cassagrande type piczometers are located at the dam to enable
measurement of hydrostatic pressures in the foundation and vartous sections
of the enbankment. Three are located in the embankment. 10 in the tounda-
tion, and three each in the impervious (ore and the drainage zone.

h. Operations and Maintenance

Blue Marsh Dam and Lake is operated by the Corps of Engineers. Two dam
operators resitde at the dam to carry out operations and routine repairs.
Recreational, visitor, and fish and rcame facilities associated with the
project are operated by the Corps of Favineers, Pennsylvania Fish Commission
and Pennsylvania Game Commission.

4. Potentially AMttected Project Vreas

Emergencies at Blue Marsh an and Lahe could endanser the safety of
peaple and property within tie borters ot the project. The principal arcas
of concern are the reserver: surt oo and the Tulpehocken. Dry Brooks. State
Hill, and Sprine Creek public acooss gqreas.,

A. Reservorr Surtace
The reservoir surface o~ heavily used tor swimming, fishing and

boating. It extends several miles opstream trom the dam and  includes
numerous btranches and coves,

s~ PN 0 e B ik So et A s AN AR e A A 3 . ¢ R A - . . . [
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Dangers to thc on the reservoir as the result ot an emergency could
include strong surface currents in the event of a dambreak or flow over the
spillway, and high waves during storms. However, weather conditions usually
accompanying large storms make recreation on the reservoir surface unlikely
during such periods.

b. Tulpehocken Public Access Area

Tulpehocken public access area is located along Tulpehocken Creek
downstream of the dam. It is 45 acres in size and includes parking
facilities, 100 picnic tables, and trails. The area enables use of the
fishery downstream of the Jdam.

This area is vulnerable te inundation by high flows resulting from
large discharges over the spillway or through a breach in the dam.

¢. Dry Brooks Public Access Area

The Dry Brooks public access area is located on the left bank of the
reservoir near the dam. It is 453 acres in size and includes two beaches,
boat rental area, four boat launching lanes., and approximately 960 picnic
tables.

Potential hazards at this area due to an emergency affecting the dam
and reservoir are small. The area would be gradually inundated as the
reservoir water surface water rose.

d. State Hill Public Access Area

The State Hill public access area is located on the right bank of the
reservoir near the dam., It is 1,420 acres in size and includes an amphi-
theater, nature trails, two beaches, approximately 750 camp sites of various
types including group camp sites, and a camp control station.

Potential hazards at this area duc to an emergency affecting the dam
and reservoir are small. The area would be gradually inundated as the
reservoir water surface rose,

e. Spring Creek Public Access Area

The Spring Creek public access area is located on the right bank of
the reservoir, upstream from the State Hill public access area. It is 670
acres in size and includes 8 picnic tables and 2 boat launching lanes.

Potential hazards at this area due to an emergency affecting the dam
and reservoir are small. The area would be gradually inundated as the
reservoir water surface rose.
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5. Potentially Affected Non-Project Areas

Emergencies at Blue Marsh Dam and Lake could create a hazard to life
and property on non-project lands including those in the vicinity of the
reservoir, along Tulpehocken Creek below the dam, along Tulpehocken Creek
and the Schuylkill River in the Reading metropolitan area, and along the
Schuylkill River below Reading.

a. Vicinity of Reservoir

vhe majority of lands outside the perimeter of the Blue Marsh Project
are privately owned and used for farming or woodlots. State game lands,
abutting the project on the north, also consist of farmlands and woodlots.
The only areas of appreciable development adjacent to Blue Marsh Lake are
county owned lands to the northwest of the reservoir and the borough of
Bernville, located ncar Northkill Creek. The Berks County lands include
cultivated areas and woodlots interspersed with scattered buildings, all at
a relatively high elevation. The borough of Bernville is primarily a rural
residential community with an estimated 1980 population of 79¥. Bernville is
protected from high reservoir water levels by the protection project
described in paragraph 3(e).

b. Tulpehocken Creek Area

The floodplains along Tulpehocken Creek immediately below the dam are
largely undeveloped. Much of the land is county recreation area with trails
linking various heavily used recreation centers. Small parcels of land with
gentle slopes are used for various agricultural purposes but these tend to
be at higher elevations.

Residences are scattered along and near the banks of Tulpehocken Creek
from Blue Marsh Dam to within about one and one-half miles of the Schuylkill
River. The remaining distance to the Schuylkill River is intensly developed
for residential, commercial and industrial uses. Developments in this down-
stream area are generally 40 to 00 feet above the normal banks of the creek.

Provisions for warning of high releases through Blue Marsh Dam were
installed in the Tulpehocken Creek area when the dam was constructed. They
consist of 120 db sirens located respectively .75, 2.25 and 3.34 miles below
the dam. Each is independently powered by rechargeable batteries and can be
triggered by radio from the county complex located immediately northeast of
the dam.

c¢. Reading Metropolitan Area

The Reading metropolitan area includes the city of Reading, boroughs
of West Reading, Wyomissing, and Shillington, and several other smaller
communities. The city of Reading is located on the east side of the
Schulkill River and the other named communities on the western side. The
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metropolitan area had total population in 1980 of approximately 100,000.
Tulpehocken Creek enters the Schuylkill River slightly upstream of the
center of this urban area.

The Reading metropolitan area is a regional center for trade and
tfinance and provides services to the surrounding agricultural area and
numerous small communities. The vcity also contains a large number of
industries with several major manufacturing facilities located along the
east bank of the Schuylkill River in the vicinity of its confluence with
Tulpehocken Creek.

The land along Highway 183 between the city of Reading and Blue Marsh
Dam is undergoing strip development as a residential area. As of 1980,
development had proceeded from the city to within a few miles of the dam.
Most of the residential development is on high ground distant from Tulpe-
hocken Creek.

[The description included here deals only with basic information
on the Reading Metropolitan area and the Immediately downstream
areas as an example. Fully developed plans should provide
sufficient information on each portion of the affected downstream
area to convey an understanding of its character and size.]

d. Schuylhkill River Below Readineg

The principal communities along the Schuylkill River below the Reading
metropolitan area which could be aftfected by an emergency at Blue Marsh Dam
and their 1USNQ populations are Birdsboro (3,312), Pottstown (22,729}, Norris-
town (34.0%4), Conshohocken (~,475), and Philadelphia (1,638,210).
Philadelphia is approximately 00 river miles downstream ot Reading.

The area between the named cities includes several small communities

and numerous isolated structures along or on the floodplains of the Schuyl-
kill River.

0. Potential Causes of an Emergency

The potential causes of an emergency affecting the operation or safety
of Blue Marsh Dam which were selected for planning are described in the
following subparagraphs.

a. Excess Seepage

A potential exists for seepage through. around or under the dam. Some

<eepage 1is normal and not considered hazardous. However, seepage that

‘reases in amount or contains suspended solids may indicate piping which

lead to breach of the dam. Seepage problems are potentially controllable
'ing on their severity, location and other circumstances.

Hypothetical Exampie for Demonstration Purposes Only
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b. Sabotage

A potential exists that operation of the dam could be affected by
sabotage disrupting communications, disabling gate controls or equipment,
breaching the dam or various combinations of the foregoing. Only breaching
of the dam, for instance by use of explosives, would cause sudden release of
a dangerous volume of water.

¢. Extreme Storm

An extreme storm could occur in the area of the reservoir or over the
watershed upstream of the reservoir. An extreme storm could result in large
inflows to the reservoir causing a high reservoir level, large discharges
over the emergency spillway, and/or high waves on the reservoir surface. The
potential for mitigating such problems depends on their severity and other
circumstances.

d. Slope Failure

A sliding or sloughing of the dam face could occur. A slope failure
that extended to the top of the embankment would effectively lower the
crest. This could result in sudden release of a large volume of water if the
reservoir water surface exceeded the elevation of the resulting dam crest.
The potential for control of slope failure problems depends on their
magnitude, severity, reservoir water surface elevation and other circum-
stances.

7. Computation of Qutflow Hydrographs

Outflow hydrographs were computed for the hypothetical cases of Spill-
way Design Flood without failure, Spillway Design Flood with failure, and
failure at normal high pool 1level. These three conditions encompass the
types of situations potentially resulting from the causes of failure
described in paragraph 6.

a. Computational Procedures
All outflow hydrographs were computed using the National Weather
Service Dam Break Model. Table 1 describes the principal parameters of the
respective computations for the three cases investigated.
b. Outflow Hydrograph
The outflow hydrographs immediately below Blue Marsh Dam which were
computed for the three cases are shown in Plate 3.
c. Maximum Pool Elevations

The maximum pool elevation computed as occurring in the event of a
Spillway Design Flood is 320.4 feet NGVD (Reservoir Regulation Manual).

Hypothetical Example for Demonstration Purposes Only
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TABLE 1
INFORMATION ON COMPUTATION OF OUTFLOW HYDROGRAPHS
BLUE MARSH DAM AND LAKE
Spillway Design Spillway Design Failure at
Flood (SDF) With- Flood (SDF) With Normal High
Condition out Failure Failure Pool Level
Initial Pool Elev. 307 307 307
(ft.)
Inflow Hydrograph SDF SDF 10% chance
flood
Reservoir Release 5,400 5,400 3,000
{cfs)
Flow on Schuylkill R. 45,000 45,000 27,000
(cts)
(Flow frequency) (5% chance) (5% chance) (10% chance) i
Breach Type N/A Erosion Piping
Pool Elev. when N/A 325+ 307
Failure Begins (ft)
. Maximum Pool ELev. 226.4 325.2 207
‘ (Reached (ft)
Maximum Release Rate 75,200 492,800 216,700
R (cfs)
Ultimate Bottom Width N/A 80 100
of Breach (ft)
Ultimate Bottom Elev. N/A 234 224
of Breach (ft)
Side Slope of Breach N/A 2 0
(units horiz. to 1
unit vert.)
Time to Develop N/A 2 2
(hrs)
“Breach assumed to begin shortly before maximum SDF water surface eleva-
tion is reached.
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d. Comparison of Computed Peak Qutflows

The computed maximum peak outflow for the case of Spillway Design
Flood with tfailure is 492,800 cfs. Plate 4 shows this outflow in comparison
to outflows from known dam failures. The hydraulic depth of Blue Marsh Dam
(from Spillway Design Flood level to invert of outlet) is approximately 93
feet. The value of the envelope curve shown in Plate 4 for a hydraulic depth
of 93 feet is approximately 362,000 cfs which is 130,800 cfs less than the
maximum outflow computed for Blue Marsh Dam. This difference is approxi-
mately 27 percent of the computed maximum outflow.

Several failure scenarios for Blue Marsh dam were studied. The case of
failure concurrent with a Spillway Design Flood represents a compounding of
extremely unlikely events. The case of failure at normal high pool repre-
sents much less severe conditions such as a piping failure that might occur
under normal nonflood conditions. It is doubtful that the historical failure
data (Plate 4) contain events of the magnitude of a Spillway Design Flood.
The envelope curve on that figure probably lies somewhere between failure at
normal high pool and failure at the Spillway Design Flood peak. For this
reason, the computed result for the Spillway Design Flood with failure lies
outside the historical envelope curve.

8. Routing of Outflow Hydrographs

Computational procedures for routing each outflow hydrograph down-
stream are described in the Special Projects Memo No. 79-1 referenced in
paragraph 1.c.

a. Maximum Flood Elevations

Table 2 1lists the computed maximum flood elevation at each cross
section between the dam and Birdsboro and the time of its occurrence.
Locations of cross sections are shown in Plate 5. Crest profiles for the
three conditions considered are shown in Plate 6. Plates 7, 9 and 11 show
the approximate stage hydrographs at downstream cross sections for each
condition and Plate 12 shows the change in reservoir elevation for the
condition of Spillway Design Flood with failure. [Fully developed
plans should list and/or show these types of information for the whole
reach under study.]

b. Occurrence of Hazardous Conditions
Hazardous conditions are defined as those in which:
(1} Flood depths are in excess of two feet.
(2) Velocities exceed four feet per second.

(3) Flood depths are sufficient to damage property.

Hypothetical Example for Demonstration Purposes Only
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Table 3 lists the minimum water elevation which causes a hazardous
condition to exist in the vicinity of each cross sectfon and the time at
which that elevation would be reached under each condition considered.

9. Inundation Maps

Plates %, 10 and 13 respectively show the boundary of the area
expected to be inundated by the hypothesized conditions of Spillway Design
Flood without failure, failure at normal high pool level, and Spillway
Design Flood with tailure. [Inundated areas are shown only for the
Reading quadrangle. Fully developed plans should include inundation
maps for all populated areas within the reach under study.] An
Inundation Map Package is published under separate cover (sce example that
is included as an attachment to this document).

10. Affected Areas

Plates ¥, 10 and 13 indicate the areas affected for the respective
conditions of Spillway Desiegen Flood without failure, failure at normal high i
pool level, and Spillway Design Flood with failure. tnless otherwise noted,
affected areas outside the inundation boundary are potentially subject to
isolation, in most cases by flooding of roads serving the arca. Notes on the
plates indicate any area outside the inundation boundary which is poten-
tially affected by secondary problems which might stem from inundation.
Table 4 lists the potential secondary problems noted on each plate.

11. ldentification of Needed Evacuation Planning

a. Jurisdictions Aftected

The area affected in the maximum case o1 Spillway Design Flood with
failure encompasses parts or all of the following jurisdictions:

t1) |lInsert list of jurisdictions]

b. Existing Evacuation Plans

Plans pertinent to dissemination of flood warnings and evacuation
in the portions of the jurisdictions which would be affected in the case
of a Spillway Design Flood with failure include:

1y [List of plans, standard operating procedures, etc. to be
inserted after on-site visit./

c. Evaluation of Existing Evacuation Plans

Table §5 lists the principal characteristics of existing evacuation
plans which affect their potential for successful execution.
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Area

TABLE 4

BLUE MARSH DAM AND LAKE

Potential Secondary

POTENTIAL SECONDARY PROBLEMS STEMMING fROH INUNDATION

Problem Affecting Area

Exit

Exit

Exit

Exit

Exit

roads inundated.

roads inundated.

roads inundated.

roads inundated.

roads inundated.

lIncludes areas around periphery of lake.

2Key numbers as shown on Plates.
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19

Potential for

Potential for

Potential for

Potential for

Potential for
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isolation.
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TABLE 5

CHARACTERISTICS OF EXISTING EVACUATION PLANS

BLUE MARSH DAM AND LAKE

Plan Characteristic
Is plan written?
Is plan current?

Does plan have formal lezal status through
appropriate adoption or recognition by non-
tederal authorities?

Does plan specify actions to be taken in suf-
tficient detail to avoid indecision on whether
or not to execute the plan and how it should be
executed?

Does plan make specific assignments of responsi-
bility for its initiation and execution?

Does plan cover all parts of the jurisdiction
requiring evacuation?

Is successful execution of plan in potential
emergency situations reasonable in view of the
warning time likely to be avatlable for an emer-
gency?

Is plan consistent with various causes of emer-
gencies likelyv to exist at time evacuation 1is
required”

Does plan evidence realistic analysis of means
of warning and transporting evacucces, lane
capacities of escape routes and other pertinent
matters?

Are equipment, personnel and materials required
for execution of the plan identified?

Does plan contain adequate provisions for updat-
ing, testing, practice and other maintenance
activities to assure its continued viability?

1 . .
Plans evaluated should include those for
hazardous including areas upstream of dam.

20
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areas that might become




d. Needed Evacuation Planning

[Appropridte section to be inserted based on cvaluation of exist-
ing evacuation plans.)
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margin ot safety should be allowed in estimating peak

water eievations Wioehocken Hows may cause

licoding on Schuyis 't River upstream ol confluence.

Dswct Name)

CORPS OF ENGINEERS

BLUE MARSH DAM
EMERGENCY PLAN

CREST PROFILES
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ELAYATION 1N FEEY (NAYVD)
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CLEVATION IN FEET (NOVD) ELEVATION 1N FEET (NGQYVD

ELEVATION N FREY (NGVD)

TULPEHOCKEN CREEX

NEAR VAN REED ROAD SADOE
3.40 WLES BELOW DAM

120
3 10 [ 10 28
TINE 1N HOURS
240
SCHUYLRILL NIVER
230
220
CONRAR SRROE
ry 7.23 MLES BELOW DAM
110
to " 20 2s 30
TIME 1N NOURS
230
SCHUYLIAL RIVER
220
110
LANCASTER AVE. SRDOX
« §.74 SRES BELOW DA
100
10 " 20 28 0

" HOURS

CELEVATION IN FEET (NGVD)

ELEVATION IN FEET (NGYD)

CLEVATION 1N FEET (NGVYD)

TULPENOCKEN CAEEK

NEAR RED SROGE ROAT
4.13 MALES BELOW DAM

s 10 18 20 18
TIME IN HOURS
SCHUYLKRL RIVER
BUTTONWOUD AVE BRIDOE
T.47 MULES BELOW DAM
*
10 18 20 28 0
TIME IN HOURS
SCHUYLKRL RIVER
RY. 703 sAGE
. 10.06 MRES SELOW DAN
10 1. 20 18 30

TIME (W HOURS

NOTES: 1.

~

©

»

LEGEND

e mamwm——e Dangerous Elevation

—y—eo—Top of Roadway or Wall

Bridge Elevation

~—Aee—Low Chord or Top of Arch

Time |s reterenced to beginning of flow over

. Stage hydrographs ara approximete. A conser-

vetive margin of safety shouid de sllowsed in
sstimating the arrival time of specific waler
slovations.

Dangerous elevation is low bank pius two test or
beginning of significant damage, whichever is lower.
A ® denotes watet alavation exceeds da tous
level dus to sesumed tlow In Schuylhilt River,
Schuylkill River hydrographs include be flow
eftects.

(Dlatrict Name)
CORPS OF ENGINEERS

BLUE MARSH DAM
EMERGENCY PLAN

STAGE HYDROGRAPHS
FOR

SPILLWAY DESIGN FLOOD WITHOUT FAILURE
(APPROXIMATELY 75,000 C.F.8.}
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PLATE NO. % NOT INCLUDED
SEE PLATE 13 FOR FORMAT
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PLATE NO. 9
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TIME 1 HOURY

LEGEND

= === Dangerous Elevation
«-Top ot Roadbed or Wall

Brigge Elevation

«— Low Chord or Top of Arch

NOTES: 1. Time is relerenced to beginning of uncontrolied

e ot w {otner than over aplliway).

. 8tege hydrographs are oximate, A conssrvstive
margin of sstfety should be aliowad in sstimating
the arrival time of spacitic water elevailons.

. Dangerous elevation is low bank plus two test

or beginning of signiticant demage whichever [

lower. A % denotes weter vatlion exceeds
dangercous level dus 10 assumed flow In

Schuylkill River,

Schuyinil! River hydrographs inciuds base tlow

ettecte.
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(Dlstrict Name)
CORPS OF ENGINEERS

BLUE MARSH DAM
EMERGENCY PLAN

STAGE NYDROGRAPHS

FOR
SPILLWAY DESIGN FLOOD WITH FAILURE
(APPROXIMATELY 493,000 C.F.8,)

PLATE NO. 11
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RESERVOIR WATER SURFACE ELEVATION IN FEET (NGYD)

300

Etoy

Top of Bernville leves {Elev. 320°-3224

Low polnt in Bernville tevee (Elev. 317.8°)

Spillway crest (Etev. 307°)

80,
t -34

-28

~18 =18 -t4 -12 -10 -8 -8

TIME FROM TIME ZERO (HOURS)
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Elev. 328" ———“‘—j

Top of Bernville leves (Elav. 320°-322°) — ——,

r' point In Bernvitle levee (Elev. 317.8") ———

€& ZERO (MOURS)

-14 -12 -10 -8 -8 -4 -2 ] 2 4 [}

NOTE: Reservoir elevation data le approximate. A conservative
mergin of safety should be sliowsd in sstimating the time ot
occurrence of specific water elevations.

(Disvict Name)
CORPS OF ENGINEERS

BLUE MARSH DAM
EMERGENCY PLAN

AESERVOIR ELEVATION CHANGE
roR
SPILLWAY DESIGN FLOOD WITH FAILURE
(APPROXIMATELY 493,000 C.F.8.)

PLATE NO.12
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CROSS SECTION DATA

CROSS
SECTION
NUMBER

DISTANCE
FROM
DAM

LOCATEON (MILES)

TIME OF

ARRIVAL

OF PEAK
ELEVATIONS®

SBE
SRF

-V

Near Van Reed Road Bridge L
Near Red Bridge Road 4.
Near Grey Kock Road Bridge 0.7
Near Conrail Bridge

Conrail Bridge

Buttonwood Ave. Bridge

Penn St. Bridge 7.0}

42 Min,
. 0 Min,
s. 12 Mun.
. 4N Man,
. O Min,
4 s. 24 Man.

4 Hrs.

W Min, 241,

*Measured from the time at which uncontrolled release

ot water

bezins tother than over the spillwave.

NGVD.

-
Lowest hazardeus elevation 1x exceeded by assumed reservolr
release and or assumed I35 vear flood on Schuvlhill River.

LIMIT OF E

&
XAMPLE STUDY

- e
T
Lo PRI
< g
] Rk hirp
R Coutgry Club s
R 3 oy

afacrad Hedr
.
Hypothetica

Pre - . L:w]'; ;
|




v

..{lll

Charles Evans

172
Cemetery

“Northwest
- dr ngb 8ch

PENN

! gncreﬂ llo‘r v : - ~ f

’ Mh‘tw{:: ‘.ﬁ

N/ Gl

o

A - Em——

LEGEND

EmEpER WS [3oundary Of {nuncated Ared

_ Area Attected by Inundation

_T7 Cross Section
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Nationsl Geodetic Vertics! Detum of 1929

Sources of base map: U.S. Geological Survey 7 .8minute
series Reading, 1986 photorevised 19688 snd 1074

NOTES: 1. The inundated ares shown on this mep retiects &n
event of an exiremely remote nature. Thie map Is
not in any way intended 10 retiect upon the integrity
ot Blue Marsh Dam.

2. Boundaries shown poroximsate. An emple margin
of salfety ahould be sliowsd in estimating the extent
of tlooding and time of arrivat ot dangerous water
levaels.
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SCALE IN MILES

(District Name)
CORPS Of ENGINEERS

BLUE MARSH DAM
EMERGENCY PLAN

INUNDATION BOUNDARY
AND
AFFECTED AREA
FOR
SPILLWAY DESIGN FLOOD WiITH FAILURE
(APPROXIMATELY 493,000 C.F.S.)

PLATE NO.13
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EMERGENCY IDENTIFICATION SUBPLAN

APPENDIX 1
TO
EXAMPLE EMERGENCY PLAN
FOR
BLUE MARSH DAM AND LAKE
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EMERGENCY IDENTIFICATION SUBPLAN

APPENDIX ]
TO
EXAMPLE EMERGENCY PLAA
FOR
BLUE MARSH DAM ALD LAKE

1. Introduction

Conditions atftfecting operation of Blue Marsh Dam and Lake could result
in a4 hazard to life and:-or property due to hiegh lake levels and or sudden
release of large volumes of water. Early identification of the existance or
potential tor occurrence of such conditions is cessential as a basis tor
initiating cmergency operations and/or repairs and for issuing appropriate
notifications to higher authority and potentially attected parties.

a. Purpose
This subplan implements a portion of the Corps prosgram to prepare
emergency plans for all Corps dams. It establishes procedures tfor identityv-
ing impendineg and existing emergencies affecting the operation and satfety of
Blue Marsh Dam and Lake.
b.  Scope
This subplan Jdeals with identitication of impending or existing emer-
gencies related to excess  seepage.  spillway tlow. slope failure and
sabotage. Instructions are included concernine:

(1) Monitoring and reporting of conditions.

(2} Communications  hetween  the  project  administration oftfice.
District office and Northern Area Otice.

t3) Uriteria for action including declaration of a Pre-Emersency or
Emereency condition and activation of the Notitfication sSubplan
and or Fmergency Operations and Repair Subplan.

c. Applicability

This subplan is applicable to all Corps elements and field offices
concerned with operation of Blue Marsh Dam and Lake.

2. Definitions

a. Pre-Emergency

A "Pre-Emergency" condition is one in which some impending or existing
threat to the safe operation of the dam or lake is identified but no
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stunitloant hazard to lite or property is expected to ocour, Declaravion of
4 Pre-tmeveency condition is internal to the Corps of Fasincers and does not
rogqitire notaification of other partics or warnings to evdvuate.
b. Emersency

An "Emersency" condition is one in which the occcurrence ot g signiti-
cant hazard  to Tite and or property  1s possible or certain to ocour.,
conditieons gustityine declaration of an Emersency condirion may be imrminent
ar lorser term. Peclaration of an Emercency condition reguvires notification
to others and dsspance of warnings to evacuate potentially hazardous arcas.

oo Dam Operator

The term "Dam Operator'" means the Head Dam QOperator or the individual
in charee at the Blue Marsh Dam project site.

Jdoo istrict

The term "District” means one ot the tollowing olements depending upon
which s appropriate for the situation at hand.

t1 o Hydrology and Hvdraulics Branch (for matters involving lake recu-
lation).

20 Foundation and Materials Scction (tor matter- involvine struc-
tural intesrity of Jdam).

1A Fmersency Operations denter
co Northern \rea Offjce

The  term "Northern Area Office” means the person in chargse ot the
A

rthern Area Ot ace.

N

L. Responstibifite tor donduct

e Dare Bperator
Ch o Jarrvang outr proutine surver{tance (pardaeraph Joa. !,

20 Jarryving out non-routine observations and measurements directed
by Pistrict tparazraph 4.bo).

o Advising Pistricr of potentially hazardous situations (parasraph

J PRSI BN
4y Maintainine proper records of communications (paravraph 30,

3 Aerane independentlyv. when required by disruption of commumica-
tions or the nreency of the circumstances, to declare a Pre-tmer-
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gency or Emergency condition (paraeraph %) and to activate the
Notification Subplan and ‘or Emergency Operations  and  Repair
Subplan as appropriate.

b. Northern Area Oftfice

(1) Providing assistance to Dam Operator and District as reguested.
f 1

(2} Assuming responsibilities of District in cvent of Jdisruption of
communications between the project area and District offivce.

District

9
.

(1) Carrying out routine monitoring of conditions potentially attect-
ing resulation of Blue Marsh Dam (paragraph o.a.) and alerting
the Dam uJOperator and Northern Area Office of situations regquiring
increased readiness and/or 24 hour supervision.

(2) Providing guidance to the Dam Operator on all potentially
hazardous situations which arise and directing any non-routine
observations and measurements needed to assist in identitication,
contirmation or analysis of existing or impending threats to safe
operation of the dam (paragraph o.b.).

{3} Providineg personnel for on-site evaluation of potentially
hazardous conditions relating to eccoloeyv, soils and other aspects
requiring expert analysis.

(41 Declaring the existance of Pre-Emergency and Emergency conditions
and directing activation of the Notitication Subplan and or

Emereency Operations and Repair Subplan.

{31 Activating the Reservoir Control Center as part of the Emergency
Control Center when appropriate.

' {b) Maintenance of the subplan (paragraph 9).

4. Observations, Tests and Reports by Dam Operator

a. Routine Observations and Tests

(1) Daily

(a) Snow cover, water content and predicted temperature
(seasonal).

(b} Local precipitation.
(c) Local runoff (inflow and staff egage).

F i (d) Pool elevation (telemark and staff gage).
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te) Schuvlkill River stage at Reading, Pennsvivania.

(tr Schuvikill River stage at Pottstown, Pennsylvania.

te) Visual inspection tor excess secpage at Jdownstream tface of
embankment, welr, discharge pipes into outlet works, abut-
ment  reas, and valley floor immediately downstream of dam.

(ht Check weather forecast for area over NOAA weather Radio
tweather radios to be in standby mode at all times when not

in usel.

i) Examine transmissions from all self-reporting precipitation
and stream level gaeces to confirm operational status.

(Jj) Visual inspection for slope movement of both faces of all
embankments which are in contact with standing water.

(2) Mondayv. Wednesday. Friday and Atter Chanege in Gate Setting
(a} Downstream recording gage.
(b1 Cate setting.
(¢)  Scepage welr.

(3) Weekly

{a) Examine all arcas of significant seepage for presence of
fines.

(b)  Interrogate telemark cages to contirm operational status.

(¢} Test radio, bull horns and other communications equipment.

(d)  Compare gaged outtflow to outtlow computed for cate settinrcs.

te) Test standby generators.

(4) Monthly

(a) Pertorm snow survey (secasonall.

{b} Inspect control structure including 1liftine egquipment,
operating equipment and controls, seals of waterticht doors
and egates, and other equipment and facilities.

t¢) Read all piezometers.

(d) Check calibration of alarm on scepage measurement weir (to
trigger at water clevation 1" above lowest point of notchi.
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b. Non-Routine Observations and Tests

(1) Pertform comprehensive examination of seepage (amount, rate of
change of ftlow, and presence of tines) whenever potential prob-
lems are observed or alarm on seecpage measurement weir sounds.

(2) Monitor precipitation gages on hourly basis when significant
rains are tforecast or occurring.

(Y) Monitor, stream level garces, lake inflow gage and lake level on
hourly basis whenever raintall exceeds 2.0 inches in any {2-hour
period or less.

(4) Examine all areas of embankment hourly if evidence of significant
slope failure 1is found (to be continued until directed by
District to cease).

(5) Pertform other observations and tests as directed by District.

{0) Read piczometers at more frequent intervals as required by dam
safety checklist instructions.

¢. Reports

(1) To the Chief, Hydrology and Hyvdraulics Branch

fa) Reports or predictions of precipitation of 2.0 inches or
more in 12 hours or less in the vicinity of the Jdam.

(b} Water equivalent of snow on the ground above the project of
2.5 inches or grcater., if warmer temperaturcs are predicted. _

i

(¢c)  Forecast or observed Schuylkill River stages at Reading or t
Pottstown if theyv will require gate operation.

{dy Pool elevation above normal seasonal rule elevation if gate
changes are necessary to prevent further rise in pool
elevation.

te) Reported scvere ice conditions or temporary constrictions
downstream of dam.

(f') Apparent dJdiscrepency between outflow indicated by down-
stream recorder cage and outflow computed from gate
settings.

(g) Any vconditions [ikely to require a chanze in gate opera-
tions or mode of regulation.

(2) To the Chiet, Foundation and Materials Section

ta) Any conditions indicating distress of an embankment.

{tb) Indications of unusual scepage.

L , , J
Hypothetical Example for Demonstration Purposes Only
43

.
s

I ﬁf%




Ty

{¢)  Qccurrence of earhquake or landslide into lake.

{3) To the National Weather Service Forecasting Center. Philadelphia
(a) All changes in controlled discharges.

(b) Imminent flow over spillway.

5. Records
The Dam Operator will keep a log of all telephone, radio or other

communications received from or sent to District and National Weather
Service. This log should be in a bound ledger or notebook used only as an
official diary. Each communication will be described including:

a. Date.

b. Time.

¢. Person called or calling.

d. Intormation transmitted.

e. Action requested by the District.

f. Action taken in response to request.

g. Result of action.

h. Remarks.

i. Initials of person receiving communications.

0. Observations, Tests and Alerts by District

a. Reutine Observations and Tests
(1) Daily

ta) Check weather forecasts for areas affecting runoff into and
releases from Blue Marsh Dam.

tb) Check existing and predicted flows in Schuylkill River
Basin.

(2} Monthly

ta) Check concurrence of pool level readings from staff gare
and recording gage.
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(b) Check concurrence of outflow based on reservoir routine of
intlows, gate settings, and downstrcam recordineg gage.

(¢) Record, review and analvze picezometer and weir rcading Jdata.
b. Non-Routine Observations and Tests
Specify additional observations and tests by the Dam QOperator and make
additional observations and tests as necessary to:
(1) Assure proper functioning of all instrumentation.

(2) Assist in identification, confirmation or analvsis of existing or
impending threats to safe operation of the dam.

Co Alerts

Praovide alerts to Dam Operator, appropriate District personnel and
Northern Area Oftfice when:

{1} Weather, ice or other conditions require heightened readiness.
increased surveillance or the possible need for activation of the
Emergency Operating Center.

12) Consideration is being given to declaration of a Pre-Emersency or

Emergency Condition.

7. Communications

a. Normal

Communications between the District. Dam Operator and Northern Arca
Office will normally be by telephone. Telephones at the preoject administra-
tion office, Northern Area Office and District's Emergency Operating Center
will be manned on a 24-hour basis whenever a Pre-Emergency or Emergsency
condition is in effect at Blue Marsh Lake or at another site that can be
affected by operation of Blue Marsh Dam. Office and home phone numbers of
key District, Blue Marsh Dam, Northern Area Office and other personnel are
listed in Table 1-1.

b. Back-Up

The radio communications network between the District Office., project
administration office and Northern Area Office will be used to back-up
telephone communications. Radios at the project administration office,
Northern Area O0ffice and District's Emergency Operating Center will be
manned on a 24-hour basis whenever telephone service is disrupted while a
Pre-Emergency or Emergency condition is is effect at Blue Marsh Lake or at
another site that can be affected by operation of Blue Marsh Dam. Radio
frequencies and call letters tor pertinent parties are listed in Table 1-1.
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¢. Emergency

During a situation when both radio and telephone cowmunications
between the District Office and project arca arc lost, others cquipped with
radio or telephone facilities will be called on for assistan.c. Those to
whom application for assistance may be made are listed in Table 1-1 along
with information for telephone and radio contacts.

8. Peclaration of Pre-Emergency and Emergency Conditions

a. Responsibility

The District is responsible for the dJeclaration of "Pre-Emersency" or
"Emergency conditions in all but extreme cases where the loss of communica-
tions or the speed of onset of a situation prevents the Dam Operater from
conferring with the District.

Pre-Fmergency and Emergency declarations will be made by the Com-
mander/District Engineer. The Chief of Planning Engineerine Division.
members of Hydrology and Hyvdraulics Branch, loundation and Materials Section
and the Emergency Operating Center will provide input in the decision makine
process.

b. Conditions Warranting Declaration

Not every situation requiring Jdeclaration of a Pre-Emergency or an
Emergency condition can be specified. Initiative must be exercised by all
involved personnel and each situation judged individuallyv on the basis of
all relevant factors.

(1)  Pre-Emergency

Examples of circumstances warranting declaration of a Pre-
Emergency condition include:

(a) Lake level at elevation 04 or higher with cither inflow
exceeding outlet vcapacity o a torecast of significant
inflows from precipitation and or snowmelt.

(b) Malfunction of flood control  wsate svstem Jduring  rlood
operations which impedes release of  water and  creates
potential tor spillway tlow.

(c) Minor seepace problems including: unexplained increases or
decreases in  amount, cloudy  appearance of secpage or
presence of tines, development of new seepage areas ds
indicated by sofr boggy areas or new or lush veegetation,
and substantial uncxplained tluctuation in  piczometer
readings.

{d) Minor slope failures including: tension cracks at crest or
in slopes ¢f embankment, small bulges in slopes or in
foundation near toe of slope. small depresstons or saegs in
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(e)

crest or slopes, changes iu horizontal crest alienment, and
gullies formine in or near embankment or junction of the
embankment and abutments.

Threats of sabotage or occurrence of sabotage of non-
critical project features.

(2) Emergency

Examples of conditions warranting declaration of an Emeregency

Imminent or occuring spillway flow including: lake at
elevation 27 and inflow greater than maximum dJdischarge
capacity f(approximately 35,400 c.f.s. at elev. 307) or lake
level at elevation 06 with forecast of significant inflows
from precipitation and or snowmelt to cause spillway tlow.

Major seepage problems including: large increases in
piezometer rcadings. movement of large amounts of material
in existing or new seeps, pipes in embankment or foundation
materials. scepage at higher elevations on downstrem face
of dam or in abutment arcas. and substantial increases in
normal seepage amounts (especially when associated with
movement of material frrom embankment of foundation.

Major slope failures including: appreciable depressions or
sloughs in the crest or slopes of the dam or bulges in the
slopes or toundatien, large gullies developing and con-
tinuing to erode in the embankment or at the junction of
the embankment and abutments, displacement of structures or
instrumentation on the dam and continuing expansion of
tension cracks after their appearance on the Jdam crest or
slope.

Threats of sabotage or occurrence of sabotage to critical
project features.

conditic¢- include:
(a)
(b)
(c)
(d)
C.

Action Upon Declaration

(1) Dam Operator

(a)

(b)

(c)

(d)

Monitor telephones on 24-hour basis.

Activate appropriate portions of Notification Subplan and
Emergency Operations and Repair Subplan.

Maintain 24 - hour monitoring/surveillance of situation
responsible for declaration,

Perform non-routine observations and tasks as directed by
District.
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te) Test radio communications.

() Reguest assistance needed trom District to pertorm a)

through (e} above.
(2} Northern Area Office
(a} Monitor telephones on 24-hour basixs,
(b)  Place all personnel on standby tor emereency Jduty.

(¢) Test radio communications.

(a) Activate Emersency QOperatinge Jenter.
(b) Monitor telephones on Z4-hour hasis.
(¢} Test radio communications.

(d)  Place Kkey statf on standby tor cmeroency Jduty,

(e) Provide detailed instructions o Dam Cperator  tor  am

needed non-routine observations and tes: s,

(f)  Dispatch  personnel  to dam  site as reogaired to provide
expert evaluation ot sitadation and ro assist Dam Operator

as needed.

(g) Activate appropriate portions of Nototicerions Subpian and

Emergency Operations and Repair Subplan.

9. Subplan Maintenance

a. Updating

This subplan shall be updated as needed by the Chiet. Hydrology and

Hydraulics Branch, includineg:
(1) Apnually.
(2) Whenever needed by modifications in instrumentation ot or a
ing the project, dam coperating provedures, overatll Dy

emergency procedures. and;or chanezes of personned.

b. Testing

ftoot-
strict

The Chief, Hydrology and Hydraulics Branch shall annually direct o

thorough inspection of all mechanival. electrical and other cquipment
nent to conduct of this subplan. The inspection shall include all
servicing and calibration necessary to cnsure proper tunctionine.

poerti-

tosts,
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Familiarization

The

Chiet', Hydreology and Hydraulics Branch, shall ensure all pertinent

personnel are aware of and tamiliar with this subplan including:

t1)

Circulation of cach updated version for review and signature by
pertinent  District statt, ANorthern Area 0Office and the dam
operators.

Annual review session with staft of the Hydrology and Hydraulics
Branch aad Jdam operators.

Brietfing. within two weeks of assuming duties, of all pertinent
Hydroloey and Hvdraulics Branch staft.

Brieting, betore assumption of duties, of any new Head Dam
Operator or Assistant Dam Operator.
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EMERGENCY OPERATIONS AND REPAIR SUBPLAN
APPENDIN 2
TO
EXAMPLE EMERGENCY PLAMN
FOR
BLUE MARSH DAM AND LAKL

1. Introduction

Conditions affecting operation ot Blue Marsh Dam and Lake could
result in a hazard to life and/or property due to high lake levels or sudden
release of large volumes of water. Prompt conduct of emerszency operations
and repairs is essential for minimizing hazards to life and property.

a. Purpose

This subplan implements a portion of the Corps program to prepare
emergency plans for all Corps dams. It establishes procedures for emersency
operations and repairs to deal with impending and existing emergencies
attecting the operation and safety of Blue Marsh Dam and Lake.

This subplan describes a reservoir dewatering plan and other emersency
operations and repairs to be implemented upon declaration of a TFre-Emersency
or Emereency condition., Operations and repairs arce described for cases of:

(1) Excess secpage and or maltunctioning of the Jdam's internal
drainage svstem.

{2)  Wave erosion and’/or erosion of downstream tace of embankment.
(3} Threatened sabotage.

(4) Sabotage.

t3) High reservoir level.

(o) slope failture.

¢. Applicability

This subplan is applicable to all Corps elements and field offices
concerned with operation of Blue Marsh Dam and Lake.

2. Definitions

a. Pre-Fmerzency

A "Pre-Emergency”" condition is one in which some impendineg or existing
threat to the safe operation of the dam or reserveir is identified but no
sianificant hazard to life or property is expected to occur.

Hypothetical Example for Demonstration Purposes Only
57




A “hocreciao v o conda v oo ds oone i whiioh the occurrence ot g sieniti-
cant Hazard to it aitd or property I }‘\\\.\H\l\‘ oI vertaln  to ocour,

Jonditions  nstitvine decltaration ot an Faersency condition may be imminent

S LonSer o,
- Vs Gttt or

fbe term " coeratar™ omeans the Head Pam Operater or the individual

et e at the Biae Marah Pan o prodect osite.,

fhe rorn Thastones rdenr cties ane of the following elements Jdepending

npon whioh e e tate oy the sitimition at hand.
" Hyocotoes and ilverandsos Branch dtor matters involving reservoir
Coia o .
A A I Al section (Hor matters involving struc-

R Novticero Y oy Ot o

Meats fre peree e charse ot o the Novthern Area Oftice.

Thios  wobpiar st be aovavated fmaediately  upon declavation of a
Pro-tmerconcy o booccenoy Condition, tsee Appendix 1o Emereency Identifica~

tion sy b oo roccdore o Jeclarine a0 Pre~Emercency or Emergency

[ [ AL i

Che s Provede aatorttion ro Pistrict on existing severity and rare of
|

ceree o prob e,

P e aest trovisien by Pistract o needed asstistance invludine:
Cat o Persannct . ancdiodine export supervision.
(RS N S N RIS

fo Materials,

N~ Hypathietica’ Example tor Demonstration Purposes Only

54

-

AT Y
<.

L

S T




C3 0 Carry out o operations and repates as directed by District.

G independentiy o to dmplement emersency operations and repairs
inothe event communtedataons with the Pistrict and Northern Arca
Ortrce are disrupted or ramediate action is required including:

ta: Decitdine the urrency of correction,

th o Jareving out  appropriate emercency operations and repairs
tor the tvpe of emersency.

et Obtaining needed  porsonnel. egquipment  and materials  (see
parasraph 127,

b, Northern Area Ottice

FE o Provide personnel . equipment and materials to Dam Qperator as
directed by District.

20 Direct emersency cperations and repdirs in the event communica-
tirons between the Dam Operator and District are disrupted.

[ Pistrict

P Assess problem oond Dam Operator's regquest for assistance with

Pespest o
ta’ Upreenvy tor correction.
thr o Type of corrective actions reguired.

ter Personnel pequired tor corrective actions including require-
ments tor expert advice and or on-site supervision.

td Fauipment and materials reoquired for corrective actions.

(21 Provide Jirection te the Pam Operator on emereency operations and

repairs to o be o carried oat,

t3 0 Dispateh needed personnel. coquipment and materials to the project
tram the Nistrict and “orthern Avea Office (see parasraph 12,

(4t Arrange tor needed  persennel. equipment  and  materials  trom
sources other than District and Northern Arca Office.

3. Reservorr Pewaterine Plan

The objective of the reservoir Jdewatering plan is to rapidly lower the
water level of Blue Marsh Lake. Dewatering js accomplished by opening one or
more outlet rcates, Jdepending on the speed of dewatering that is required.
The speed of dewaterineg regquired depends on the reason for dewatering.
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Too rapid lowering of the lake level mayv have adverse effects on the
streneth and stability of Blue Marsh Dam. Specitied rates of drawdown must
be observed unless embankment tailure is occurring or imminent.

Pewaterine of the reservoir will not be undertaken unless directed by
Pistract or Northern Arca Oftice. so fong as communications between the Dam
Dperator and one ot these oftfices are intact. Dewatering may be undertaken
on the Dam Vperator's initiative 1t communications with both the District
and Northern Area Cttice are disrupted.

4. Procedure tfor Dewatering
1y Perermine dewaterine rate required.

(21 Petermine Jduration of releases required tor dewaterineg,

3 PFernmulate and  issue warning messace tor downstream areas along
Tulpehocken Creek {See Noritication Subplan).

(4 Aetivare sirens in arcas itmmediately below outlet works.
3 Inttiare sate openines 1 acvord with parasraph 5.c¢.
b, Specitied Pischarge Rates

The maxinum tlow capable of beine conveved witheour damage by Tulpe-
hocken Ureek i~ 3400 ot ox. DBewaterineg Jdischarves will be Timited to that
amount unless an kacrsoncy condition has been declared and ‘or dam failure is
imminent .,

CoooGale Opening Schedutes
Qutlet wsares shall be opened for dewaterine in the tollowing sequence
and ar or less than the specitied rates unless embankment tailure has

acvurred oros jmminent:

CT o Water guality conrrol eater (automatic motor operated: no rate
control ).

(20 Service Gate Now 10 003 1t every 5 min.

L3 Service gate No. 20 005 t. every 5 omin. tmav be opened simul-
taneousiv with Service Gate No.o 1.

In the event of an coxisting or imninent tailure of the embankment, all
gates may be opened as rapidly as possible.

. Emcrvency Operations and Repairs - Excess Secpage and or Malfunction of

Intern: | Drainase Syvstem

a. Potential Problems
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\bnormal  seepage may occur as rapid and/or sienificant increases in
the amount of flow through the sand collection blanker or the secepase drains
eamptying inte the outlet works: boils in the embankment or toundation: and
creation  of  new scep areas on  the Jdownstream face ot the cembankment.
toundation, abutments or arcas immediately downstream of the embankment.
Seepage hiegh on the tace of the embankment. laree amounts ot seepage. and
seepage carrvvine tines are cospecially serious. Boils and scep arcas may also
be caused by malfunction of the dams internal Jdrainage system. Excess
secpage problems are most likely to occur when the lake water level is at
higher than normal elevation.

b. Corrective Action

Individual boils or small areas of seepage can ofren be controlled on
a temporary basis by rineing them with sand bags or other materials. Fieure
2-1 illustrates the egeneral procedure tor ringine small boils and includes
intormation wusetul in estimating the amount of personnel and material
requested. Longer-term control and control of larce areas of seepasge can be
etftected by covering the areca with a 3-to 5-feet deep granular blanket
sraded from coarse sands at the bottom to coarse gravels at the top. Fisure
2-2 illustrates the concept of a granular blanket and includes intormation
usetul in estimating the amount of  personnel, cequipment and materials
required. Lowerine ot the reservoir pool level reduces pressure on scepace
arcas and  aids in ocontrol  Gsee dewatering plan. paracraph 51, Additional
methods of control may be required in some cases.

7. Emersency Operations and Repairs - Wave Damase and or Erosion of Down-
stream Face of Embankment

a. Potential Problems

kave Jdamaee mayv occur Jurine periods of high westerly winds. Damage
may include  Jdisplacement  of  riprap and or cerosion of  the underlyvang
materials  cansine  collapse  or  the riprap. Wave Jdamagze is  particulariy
serious during abpnormally high reservoir pool levels when seriocus erosion
can cause a sudden coilapse of the crest with subscquent overtopping of the
embankment. The downstream face of the embankment is also subject to erosion
due to runott from heavy rains and waves breakineg over the top of the
embankment.,

b. Corrective Action

The type of corrective action that is appropriate depends on the
severity of damage, rvate of progression of damare, and uregency of action.
Temporary protection abeove and within 10-12 feet below the waterline can be
provided quickly by use of plyvwood sheets, prefabricated pancls or canvas as
shown in Figure 2-3 or by tilline eroded areas with sandbags. Tables -1
throuch -1 provide information useful in estimating the amount of persennel
and materials required. Protection turther below the water level can be
provided by Jdumpineg riprap in the atfected areca. In cases of severe erosion.
lowering of  the veservoir pool level can shitt wave forces to a  lower
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SPPROXIMATE CONSTRUCTION REQUIREMENT S
RBoil Pia. ttrly 2 4 '
Ring Heosht 1te g 3 o N J " s B] : ! ' o
Vol. sand R\‘\I'J.l\'.{.:v i N i~ 2 ’ -t it .z - H [}
Sandbags Reg'd, 14 47 V130 1oy AN 1400 [ T Joany ol e - ict NN
Personne) Reg'd. 3 3 3 e 1w 1o Ny O
Time to Jomplete (Hrs.) t 3 h t q 3 N : 4 - . ) N R}
Sote: Ring dwameter s borl bameter plus teet

FIGURF 2-1. BOIL RING
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24" minimum

————— 10" minimum width — ——————— thickness
each layer

Coarse aggregate

Fine aggregate

- Seepage area———————‘

GRANULAR BLANKET

Extend well beyond
seepagée area

APPRONTMATE CONSTRUCTION REQUIREMENTS

Hlanke?

\rea ot T FLOAO 2,000 3,000 14 000 5,000 10, 000 {7,000 N aco jo ooo e o0

Materia Reg! RIR
N

Per Laver rvd, J0 ¢ 120 13 190 22A RN Ao b\ N

Now Tracks

& Drivers R ! 0 o O ) [Q (o 12 [

No. draders

& Operators 3 5 I\ 10 15 15 15 20 20 20
Total Time Reg'd.
(Hrs. 4 5 6 S S S s b 9 10

FIGURE 2-2. GRANULAR BLANKET
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or canvas

Stakes
Wire /
Plywood, prefabricated panels % PANRTTIESARIDLAE

GENERAL SCHEME FOR
TEMPORARY EROSION PROTECTION
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\ Sandbags tied to bottom ~
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COTTON BAGGING OR CANVAS

Variable widths
as tsquired

PREFABRICATED PANELS

FIGURE 2-3. TEMPORARY EROSTON PROTECTION
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TABLE
APPRONIMATE REQUIREMENTS

FOR
FROSTON PROTECTION WITH PLYWOOD
No.
Length Plywood No. No. Hours
To Be Sheets Stakes Sandbags Personnel To
Protected Req'd. Req'd. Req'd. Reg'd. Complete
10 R h 15 0 1.5
20 S 13 235 0 2.5
R\ ~ 20 40 t 2.0
10 1o 25 S\ 0 3.5
N\ 13 3 05 t 1.0
o0 15 N 75 O 5.0
70 ™~ 45 ag 1o R
=0 0 o o0 10 1.3
QN 23 ™ 113 1Q 4.0
100 23 03 25 K\ 4.3
150 ™ 03 190 1o 3.0
200 30 125 250 1o 4.0
200 ) 1=~ 75 20 0.0
400 100 250 500 21 6.0
TABLE -2
APPRONIMATE REQUIREMENTS
FOR
FROSION PROTECTION WITH PREFABRICATED PANELS
Length to Protect (ft) oy 200 N J00 o0 [
Moo Panels Reg'd. o 10t - I 1 25 N AR
Panel width tte} N K : 3 B 5 2 H B 3 1 5
Length 17 % 12" Reg'd. 1t ] g0 o oy foito aon 17on hrroo feose psoo uoe oce fsTeo
Leagth 1" X 0" Req'd. 111 0 [B1N Tew 260 230 R\l W N 400 040 AETAR [N
Stakes Reg'd. W W o (A W g 115 s 150 [\ Y NAy
Sandbags Reg'd. 5 0y o Toe fO0 150 125 200 160 250 W e
Time to Complete 4.3 3.3 3.0 Y N AT 1. 1.5 3.8 3.0 -3
No. Personnel - ~ ~ h 1t 10 1t 1t 10 16 24 24




TABLE 2-3
APPROXIMATE REQUIREMENTS

Y

FOR
EROSTON PROTECTION WITH CANVAS
Length Length No. No. Hours
To Be Canvas Stakes Sandbags Personnel To
Protected Reyg'd. Req'd. Req'd. Reg'd. Complete
10 33 15 RN 0 1
20 B\ 20 40 O 1.5
a0 0 35 60 0 2.0
J0 10 40 70 O 2.3
50 130 55 100 0 3.0
Y 150 (S5 110 O 3.5
7Q 100 70 120 6 4.0
=Q a0 =5 150 3] 1.5
aQ 210 uQ 160 N RIR
[T\ REN 100 10 10 3.5
150 400 150 275 1o 4.5
200 500 200 130 1o 4.3
RIAN 700 200 32Q 20 4.8
JoQ 1OQQ 400 700 2 5.0
TABLE 2-4
APPROXIMATE REQUIREMENTS
FOR
FILLING AREAS WITH SANDBAGS
No. Hours
Volume Bags Personnel to
(tet) Req'd. Req'd. Complete
100 250 6 1.5
200 500 O 3
200 700 0 4
300 1500 10 3.5
1000 2500 10 0.5
2000 4700 14 ~N.5
J000 7000 2 X
4000 9500 3 7.5
3000 11,700 kil x




elevation (See Jdewatering  plan. paragraph 5). Repairs normally require
reconstruction of the eroded slope and replacement of both bedding materials
and riprap. Lowering of the pool leve!l is usunally required prior to making
permanent repairs on the upstream tace of the Jdam.

~. High Reservoir Level

a. Potential Problems

High reservoir levels cause  larse hyvdrostatic torces on the dam.
reduce  trecboard available to contain wave action and reduce the capability
ot the dam to impound major intlows without overteopping or uncontrolled
spillway flow. High veservoir levels contribute to excess secpage, pipine.
wiave orosion and other satety problems. High water Jevels can also result in
property Jdiamase and creation of satety problems around the periphery of the
lake. Sutticiently hiegh water levels wil) overtop the Bernville ltevee.

b. Corrective Action
The only vcorrective action tor high water levels 1s  increasing

releases. When necessary, this should be done in accord with the dewatering
plan (paragraph 3).

v, slope Failure

a. Porential Problems

Slope tailure may occur as the mass movement of a portion ot the
embankment. Such failures weaken the dam and, it located sutticientiy hich
on  the embankment mav cause a breach or lead to collapse of rhe dam crest.,
Stope  failures ot any  signiticant masnitude are  serious and  reguire
immediate corrective action.

b. Corrective Action

L) Pewatering of the reserveir (paragraph 3) should be bewun in the
event  of  any  slope tailure that is sufticiently sericus to
threaten the satety of the dam and which is located below the
existing lake level. Dewatering should be continued until the
lake level is equal to or lower than the bottom of the area of
sfope failure.

(20 Dewar ~ing of the reservoir (paragraph §5) should be beoeun in the

. oot any slope failure intersecting the crest or which could
o collapse of the crest. Dewatering should be continued
! .osutticient capacity exists below the bottom of the slope

s to o impound  all  intlows anticipated in the comine 23
irs, assuming continuing discharges at a rate of 5,300 c.t.s,

Hypothetic.. Example for Demonstration Purposes Only

63




> o .

(3) Immediate treatment of slope tailures consists of filling siide
areas with rip rap, sand bags or a granular blanket. The pre-
ferred method depends on materials and labor available and the
urgency of action. When the urgency of the situation permits,
tilling of slide areas will be carried out under supervision of
District statt and constitute rebuilding ot the aftfected portion
ot the embankment. Immediate treatment in urgent situations will
consist of filling slide areas with sand bags, riprap or other
available materials.

10. Threatened Sabotage

a. Potential Problems

Sabotage by professional saboteurs or terrorists is not likely to be
preceded by threats. Threats of sabotage are therctore most likely to be
received from non-professionals lacking modern weapons, high explosives or
sophisticated knowledge about the design and operation of the dam and its
appurtenent facilities. However, all such threats arc to be taken seriously.
Threats considered most probable to occur are those related to disruption of
communications, blocking access to the project. and interference with
project operations. Threats could also relate to damawine the ecmbankment or
other keyv project features affecting satety.

b. Corrective Action

t1) Al threats concerning Blue Marsh Dam will be reported
immediately to the Philadelphia Office of the Federal Burcau of
Investigation and to the DNistrict's Hydraulics and Hydroloey
Branch.

(2) Immediate assistance to secure and protect the dam, dikes and
appurtenent facilities will be requested in  the event a
threatened action could jeopardize the safetv ot project visitors
and staff or downstream areas if carried out. Agencies from which
law enforcement assistance can be obtained are listed in Table

2-5.

(3) Every effort shall be made to operate Blue Marsh Dam so as to
avoid 1injury to all parties. However, the catastrophic conse-
quences of dam failure require that actions necessary to maintain
the safety of the dam must not be compromized by persons seeking
to block access to the site, limit reservoir levels or releases.
or otherwise impede essential operations.
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TABLE 2-5
SOURCES OF LAW ENFORCEMENT ASSISTANCE

Rddi\‘
Telephone Numbers Call
Agency Rome Cifice Freyg. Letters

Burks Co. Sheriffs Dept.
Bernville Police
Pennsylvania State Police
Waterways Patrolman

e o o
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11. Sabotawe
a. Potential Problems

Acts of sabotave mayv range from wminor Jdisruptions to o Guast-militar
attacks by knowledgeable and well cguipped protessionals. The cottects ot
sabotage fall into one of three catewories: a) not aftecting satety ot the
dam: b) posing a minor or tuture satety problem: or o) posing an fmmediate.
serivus safety problem.

b, Corrective Actions
(1) ALl acts of sabotage will be roeported immediately to the Phila-
delphia oftfice ¢f the Federal Burcau of Investication and to the
District's Hydraulics and Hydrology Branch.
(2) Immediate remedial action shall be initiated in all cases of
sabotage vcausing an  imminent or future satety problem ot a

serious nature. As appropriate. remedial action shall include:

ta) DPeclaration of an Emergency condition and activation of the
Notitication Subplan.

{b) Activation ot dewatering plan (paragraph 3.
t¢c)  Initiation of emergency repairs acvording to the nature ot

damave.

12. Inventory of Resources

Resources available for carrying out emersency operations and repairs
are listed in Tables 2-0, 2I-7 and 2->. Sources of additional resources are
listed in Table 2-9.
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EQUIPMENT
(To

MATERIALS
(To

LABOR

(To

Ltem

TABLE 2-0
RESOURCES AVAILABLE AT BLUE MARSH PROJECT SITE

Number
Available Location

be inserted)

be

be

inserted)

inserted)

~)
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TABLE 2-7
RESOURSES AVALLABLE A7 NORTHERN AREA OFFICE

Number

[tem Aval l“ﬂ}‘ Eomt ion

EQUIPMENT

{To be inserted)
MATERTALS

{To be inscrted?
LABOR

(To be insertedl
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TABLE 2->
RESOURCES AVALLABLE AT DISTRICT OFFICE

Number

Item Available

FQUUPMENT

(To be inserted)
MATERTALS

{To be inserted)
LABOR

{ To be inserted)
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s )
{ TABLE 2-0
“ SOURCES OF ADDITIONAL RESOURCES
ja :
1 {
Source Telephone
lﬁrc! Name Location Ne.
3 !
EQULPMENT !
(To be inscrted!
MATERIALS
{To be inserted)
LABOR
{To be inserted)
i
{
!
i
Y
H !
i
1
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EMERGENCY NOTIFICATION SUBPLAN

APPENDIX 3
TO
EXAMPLE EMERGENCY PLAN
FOR
BLUE MARSH DAM AND LAKE
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EMERGENCY NOTIFICATION SUBPLAN

APPENDIX 3
To
EXAMPLE EMERGENCY PLAN
FOR
BLUE MARSH DAM AND LAKE

1. Introduction

Conditions affecting operation ot Blue Marsh Dam and Lake could result
in a hazard to lite and 'or property due to high lake levels or sudden
release of larege volumes of water. Prompt issuance of appropriate notifica-
tions is essential for minimizing hazards to life and property.

a. Purpose

This subplan implements a portion of the Corps program to prepare
emergency plans tor all Corps dams. It establishes procedures for issuing
notitications ot impending and existing emergencies affecting the operation
and satety of Blue Marsh Dam and Lake.

b. Scope

This subplan specifies notifications and other actions to be taken
upon Jdeclaration of a Pre-Emergency or Emereency condition. Notifications
and actions specitied are those necessary for:

(i} FEnsuring satety.

(2)  Vacating project areas where emergency operations and repairs may
be conducted.

{31 Internal coordination of Corps of Fngineers activities.

14) Coordination with non-Federal units of government and other
Federal agencies.

c. Applicability
This subplan is applicable to all Corps elements and field offices

concerned with operation of Blue Marsh Dam and Lake.

2. Definitions

a. Pre-Emergency

A "Pre-Emergency"” condition is one in which some impending or existing
threat to the safe operation of the dam or lake is identified but no
significant hazard to life or property is expected to occur,
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b. Emergency

An "EkEmersgency" condition is one in which the occurrence of a signifi-
cant  hazard to litfe and/or property is possible or certain to occur.

Conditions justifying declaration of an Emergency condition may be imminent
or longer term.

¢.  Dam Operator

The term "Dam Operator" means the Head Dam Operator or the individual
in charge at the Blue Marsh Dam project site.

d. District

The term "District" identifies one of the following elements depending
upon which is appropriate for the situation at hand.

Hydrology and Hvdraulics Branch (for matters involving lake regu-
lation).

{2} Foundation and Materials Section (for matters involving
structural integcrity of Jam) .

{3} Emergency QOperations lJenter.

e. Northern Area Office

Means the person in charge of the Northern Area (Office.

2. Basis of Activation

This subplan is to be activated immediately upon declaration of a
Pre-Emergency or Emergency Condition.

4. Parties to be Notitied

4. Jorps Offices
Corps Oftfices to be notitied of all Pre-Emergency or Emergency condi-
tions that are Jdeclared are listed in Table 3-1.
b. Other parties

Other parties to be notified according to the nature of an emergency
or pre-emereency condition are listed in Table

3-2.
c.  For High Lake Levels

Additional parties to be notified in the event of anticipated high
lake levels are listed in Table 3-3

Ye
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CORPS QFFIC

TABLE 2-1
ES NOTTFICATION LIST

FOR ALL DECLARED EMERGENCIES AND PRE-EMERGENCILES

e
Otftice

Dam Qperator
tHead Dam Operator)
(Assistant Dam Operator)
(Park Supcerintendent)

Northern Area Oftice
{Ofticer in Charge)

Philadelphia Distrjict
(H&H Branch) ™|
{(¥F& M Branchi”
(EQC)

North Atlantic Division
(to be Inserted:

Office of the Chiet of Engineers
(to be inserted/

Telephone Number Radio
Call
Ottice Residence breg. fetters

tFully developed plans should
include namos and titles)

Call personnel listed tor cach office in order until contact is made.

“First to be called Jdepends on nature of problem.
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CITIES

KEY CONTACTS

AND BORVUGHS

Bernville
Police

Mavor

Birdsboro
Police

Mavor

Jonshohocken
Police
Mayor
Civil

Norristown
Paiice
Mavor
Civid

Phitadelphia
Civil
Direct
Ass't.

Police

Pottstown
Police
Mayor
Civil

Reading
Police
Mavor
Civil

shillington
Po 1 e
Mavor
ivil

West Reading
Police

Petense Coordinator

Detense Joordinator

Detense Oftice
ar

Director

Petense Coordinator

Detense Coordinator

Defense Coordinator

Civil Defense Coordinator

Mavor
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TABLE

tcont'd}

KREY CONTACTS FOR EMERGENCY NOTIFICATIONS

CITEHES AND BOROQUGHS teon't)

Wyomissing
Palice
Vivil Detense Coordinator
Mayor

VOINTITES

Borkhs Journty
Jivil Detfense Oftice
Divector
Asx't. Director

Jounty Farm
Administrator
S\‘\‘ui*i tv Oftice

Police Net 1o

Sheritt's Department

Chester County
Civil Detense Oftice
Director
Ass't. Director

PENNSYLVANTA STATE ACENCIES

Bureau of State Parks, DER
Bluc Marsh Park Sup.

Telephone Number

Oftice Home

Blue Marsh Park Security Officer”

State Headguarters
Nirector
Ass't. Director

Department of Transportation
Rewional Oftfice

Fish Commission
\rea Fisheries Manager
Waterways Patrolman”
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TABLE 3-2 (cont'd)
4 KEY CONTACTS FOR EMERGENCY NOTIFICATIONS
3
Telephone Number Radio
Call
PENNSYLVANIA STATE AGENCIES (con't) Office Home  Freq. Letters
Game Lommission
Blue Marsh Project Sup.
FEDERAL AGENCIES
Federal Fmersency Management Agency
Philadelphia Regional Office
Regional Director
Ass't. Regional Director
Washington Headquarters
to be inserted!
National weather Service
National Weather service
Harrisbure River bForecast Center
3 fto he (nserted:
Philadelphia Weather Service
. Forecast Oftfice
fto be inserted:
i !
4 ]
. Can provide assistance in communications.
o , . .
y an provide assistance in evacuation and traffic control on project lands
2
b\
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5. Responsibility for Notification

Notitications listed in Tables 3-1 and -2 are the responsibility of
the oftice (Dam Operator or District) making the declaration ot o Pre-Emer-—
gency  or FEmergency Condition. Assistance in making notitications mav  be
requested trom other Corps offices and/or other parties. In the event all
communications  between offices are Jdisrupted after Jdeclaration ot 4
Pre-Emersency or Emergency declaration, each office will assume responsi-
bility for making all notifications.

0. Communications

a.  Normal

Notitications will normally be by telephone. Telephones at the project
administration ottfice., Northern Area Ottice and District's Fmergency Operat-
ing Center will be manned on a 24-hour basis whenever a Pre-Emergency or
Fmerecency condition is in eftfect at Blue Marsh Dam or at another site that
can  be atftected by operation of Blue Marsh Dam. Oftice and home phone
numbers of parties to be notitied are listed in Tables 3-1 and -2,

b. ”(l\'k*[.[‘

The radio communications network between the District Otfice. project
administration oftice and Northern Area Oftice will be used to back-up
telephone communications. Radios at each oftice will be manned on a 24
hour basis whenever telephone service 1s disrupted while a Pre-Emersency
or Fmergency condition is in etftect at Blue Marsh Dam or at ancther site
that can be attected by operation of Blue Marsh Dam. Radio treguencies and

)

call letters for parties to be notified are listed in Tables -1 and -2,
¢.  Emergency

During a  situation when both radio and telephone communications
between  the Pistrict Office and project administration oftice are Jdis-
rupted. others equipped with radio or telephone tacilities will be called
on tor assistance. Those most likely to be capable of providing assistance
are identitied in Table 3-1 (see tootnote 1).

7. Timing of Notitications

Parties listed in Table 3-1 are to be notitied as soon as possible
after declaration of a Pre-Emersency or Emergency condition. Motitications
Pisted 1n Tabtes 3-2 and 3-3 are Jdependent on reservoir water eleovation and
other conditions and should be made as soon as a high probability of the
eventual need tor notitication is predicted.

~, Jontent of Notitication Messages

a. dorps Oftices
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Notitications to other Corps offices are to include the key intorma-
tion needed as a basis for Jdecisionmaking and or action including., as
appropriate and to the extent possible, the tollowing:

(1) Description of Situation

(a) Nature and severityv of problem(s).

(b} Current and predicted reservoir conditions including water
elevation, inflow and discharsge.

(¢)  Current and forecasted weather conditions.
(2) Action Planned or Underway

ta) Tvpe of corrective actions.

(b} Estimated time to complete corrective actions.

(¢} Qutlook for success.

(d) Assistance required/being turnished.

te) Potential complications.

It} Recommended evacuation.
{3) Other

tat Staftf at Jdam site.

tb) Visitors at pioject.

(¢) Read conditions.

b. Other Parties

Notification messages to other parties are to include a description of
the nature of impending or existing hazard. potential timing of its ococur-
rence. and recommendations for evacuation and other action, Paragraph 10
contains  example notitication messages which can be adapted for use in
various circumstances.

V. Additional Actions

The following additional actions will be taken upon declaration of an
Emercency condition:

a. Dam Operator

(1) Cancel normal work schedule and provide o 23-hour duty,
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(2)  Asses
not |

talt

th)
3 fdent
repai

1) Take

s project areas which are or may become unsate including but
imated to:

Reservoir water surtace.

Dayv use and recreational areas within project boundaries
including those managed by others.

ity areas required for conduct of emerzency operations and
rsoincluding any necessary acvess routes.

action to notify and evacuate areas which are unsate,

potentially unsate. or where emersency operations and repair work
may be carried out including, as appropriate:

ta)

()

(IN]

Directing evacuation ot attected project areas managed by
the Corps.

Closing project roads to incoming trattic.

Recommending evacuation of project arcas manased by others
includine:

i. Pennsvivanta Game Commission.
i1. Pennsylivania Fish Commission.

Moving equipment to sate areas.

(31 Reguest assistance as needed in carrving out items (4ital and

(1)tb

botrom acencies listed in Table -2 (xee tootnote

to) Verity appropriate warnings are announced over local radic and
television.

b. Northern Area Ottice

(1) Cancel normal work schedule and provide tor 24-hour availability
ot key statt.

¢. District

(1Y Cancel
of key

normal work schedule and provide for 24-hour availability
Costatt,

121 Determine which of the three planning conditions (S without

tailur

. SPF with tailure. or tailure at normal hish pool leveld

best pepresents potential inundation and needs for evacuation,

{3 Determine need tor warning ot hich rescervoir levels.
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(4)  Verify appropriate warnings are released over local radio and
television.

d. North Atlantic Division

{1y Notity the regional oftice ot the Federal Emervency Management
. Agency.,

(2)  Notity the Oftficve of the Chiet ot Pagineers,
¢, Oftice of the Chiet of Ensincers

t1)Y Notity other Federal agencies as appropriate.

10. Example Messaves

Preparation of warning messaces should be besun as soon as their
potential need is apparent  so  that rthey can be issued promptly upon
Jeclaration of an Emersency condition. Where time is available tor their
preparation. the initial message should contain all pertinent information.
However, in seome cases. an Emergency vondition may be declared with little
or no advance notice. The tollowing example messaves provide a model for the
first announcements in such cases. subsequent announcements should provide
additional Jdetails.

4. Announcement tor Slowly Developing Conditions

THE ARMY  CORPS  OF  ENGINEERS AT PHILADELPHIA ANNOUNCED AT (time) TODAY
THAT AN EMERGENCY CONDITION EXISTED AT BLUE MARSH DAM DUE TQ (general
description of problem).THE DAM IS LOCATED ON TULPEHOCKEN CREEK ABOUT

SEVEN MILES UPSTREAM OF READING. PENNSYLVANIA.

A CORPS SPORESMAN SATD THAT THE WATER LEVEL OF BLUE MARSH LARE WAS BEING
LOWERED  fas a  precautiocnary measure to reduce pressure on the Jdam to
cnable repaiv work).

THE SPORESMAN EMPHASTIZED THAT THE DRAWNDOWN OF THE LAKE WAS BEING CARRIED
M'T UNDER CONTROLLED CONPITIONS AND THERE IS N IMMEDIATE DANOER OF THE
DAM FATLING. HOWEVER. THE LARCE RELEASES OF WATER THAT ARE BEING MADE MAY
CAUSE  FLOCDING  ALONG  TULPEHOCKEN CREFK. RESIDENTS OF LOW  LYINO  AREAS
ALONG  TULPEHOCKEN  CREEK  SHOULD tevacuate be alert tor hieh water and
prepare to evacuate).

ADDITIONAL INFORMATION WILL BE RELEASED AS PROMPTLY AS POSSIBLEY.

b. Announcement tor Rapidly Developing Conditions !

URGENT: THE ARMY CORPS OF ENGINEERS HAS ANNOUNCED THAT BLUE MARSH DAM 1S
IN IMMINENT DANGER OF FAILURE. THE DAM IS LOCATED ABOUT SEVEN MILES
UPSTREAM QOF READING. PENNSYLVANIA.

~ Hypothetical Example for Demonstration Purposes Oniy
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VITEMPTS  TO O SAVE S THE DAM ARE UNDERWAY  BUT  THEIR  SUCCLSS  CANNT D BE
DETERMINED AN YET. RESTDENTS  ALCNG TULPEHOCKREN  CREEK SHOULD EVACUATE TO
HEGH  GROUND IMMEDEATERY . RESTRENTS  ALONG THE SCHUYLRITLL  RIVER IN THI
VICINITY OF READING AW\ POWNSTREAM  SHOULD S REMAIN O ALFRT  FOR O FURTHER
INFORMATTON,

[ THE DAM BATLS . WATER wILL TARE APPRONIMATELY FOER O HOURS To REACH THE
LOWER END OF TULPEROCKEN CREFR L AREAS CLOSER T THE DAM WILL BE FLOODED
SOONER.

APPTITIONAL INFORMATION WiELD BE RELEASED As PROMPTLY AS POSSIBLE.

nnounvement tor Magjor Faiture

URGENT: BLUE MARSH DAM O ON 0 TULPFHOCKEN  CREEN S HAS FATLEDL v LARGE FLoon
WAVE I MO MOVING POWN THE CREFR AT A HIGH RATE 0T SPEED. RESTRENTS
ALONG TULPEHOCKREN  CREER SHOULD MOVE S T HIGH CROUND IMMEPTATELY . REPE VS
RESTPENTS ALONG TULPERHOCKEN CREER SHOULD MOVE TO HIGH CROUND IMMEDRTATHLY

WATER  FROM THE DM IS EXPECTED TO CAUSE FLOODING ALONG THE SUHUYLKILL
RIVER AT READING  AND ADIACENT  COSMUNITIES BEGINNING AT AFROVTMATELY
Crime . LOW LYING ARFAS SHOULD BE EAVACUSTED WELL 1N ADVANCE oF THIS TIME.

STAY ALERT FOR TURTHFR O WNOUNCEMENTS. ADPTTIONAL INFORMATION ON BESTIMATED
PEPTH WD TIME OF FLECDING WIEL BE REUFASED AN S00N AS POSSTRLE.

fo Announ. cnent tor Hieh Lake Leavet s

THE ARMY  CORES  Of 0 ENGINEERS AT PHILAPELPHIY ANNCUNCED AT e TODAY
THAT AN PMERGENCY CONPTTEON FXISTS AROUN BLUE MARSH LAKE DU 1O ENPFCTED
HICH WATER LEVELS, THE LAKL IS LOCATED N TULPEHOCKEN CREER ABOUT SEPVEN
MILES PEPSTREAM O READTING D PENNAYLVANTYL

THE CORPS SPORESMAN SATR O THAT THE wWATER TEVED IN THE LARE WAS PAPECTER TO
REACH BLEVATTION celes.t AT Ttjmers PDUF TO teenerad Jescription of prob-

Pemo. THES WATER LEVEL WHLL - 3eScribe major etfecr 0.

FARGE RITLEASES GF WATER ARE BEING MADE FROM THE DPAM TN AN ATTEMPT I
o NTROL GHE TARE S LEVEL. RESTRENTS  OF LOW LYTING AREAS ALONG TULPEHOCKREN
JREFR SHOULD BE OALLRT T POSSTBRLE FLOOPING AND PREPARE TO EVACUATE.

FURTHER INFORMATION WILL BE RELEASED A~ PROMPTLY AN POSSTBLE.

Hypothetical Example for Demcnstiation Furposes

%/ﬂ




" AD-A138 903

UNCLASSIFIED

EXAMPLE EMERGENCY PLAN FOR BLUE MARSH DAM AND LAKE(U] A=
HYDROLOGIC ENGINEERING CENTER DAVIS CA H'J OWEN AUG 83
HEC-RD- 19 DACW05-80-C-0101

F/G 13/2 NL




B

Rl TS

S R oy

= s
}

1y
i b

g L

¥

mu_'%_'_
2 e

o

FF

MICROCOPY RESOLUTION TeST CHART
NATIONAL BUREAU OF STANDARDS-1963.4




ATTACHMENT

Hypothetical Example for Demonstration Purposes Only
85




EMERGENCY PLAN
FOR
BLUE MARSH DAM AND LAKE
BERKS COUNTY, PENNSYLVANIA

INUNDATION MAPS

PREPARED

BY

( ) DISTRICT
U.S. ARMY CORPS OF ENGINEERS

LATEST UPDATING: (To beinserted)




TABLE OF CONTENTS

Plate 1 INDEX MAP

Plate 2 INUNDATION BOUNDARY AND AFFECTED AREA FOR
LEVEL 1 FLOOD

Plate 3 STAGE HYDROGRAPHS FOR LEVEL 1 FLOOD

Plate 4 INUNDATION BOUNDARY AND AFFECTED AREA FOR
LEVEL 2 FLOOD

Plate 5 STAGE HYDROGRAPHS FOR LEVEL 2 FLOOD

Plate 6 INUNDATION BOUNDARY AND AFFECTED AREA FOR
LEVEL 3 FLOOD

Plate 7 STAGE HYDROGRAPHS FOR LEVEL 3 FLOOD

Plate 8 RESERVOIR LEVEL CHANGE FOR LEVEL 3 FLOOD

EXPLANATION OF MAPS

The attached maps indicate the area which would be
flooded under hypothesized emergency conditions having
peak flows past Blue Marsh Dam of approximately 75,000
c.f.s. (Level 1); 217,000 c.f.s. (Level 2); and 493,000
c.f.s. (Level 3). The possibility is extremely remote
that any of these conditions will occur.

Preparation of the maps does not reflect on the
safety or integrity of Blue Marsh Dam. They have been
prepared as part of a national program to prepare
similar maps for all Federal dams.

The information contained herein is intended for
use as an aid in planning. The maps do not, represent a
precise definition of the effects of potential emergen-
cies since the various conditions which might exist

cannot be forecasted.

EMERGENC
FOR
BLUE MARSH DA
BERKS COUNTY, P

The attached maps provide:
existing evacuation plans for af
ing any further plans which an
Engineers recommends that such
any needed supplemental plans
on evacuation planning and ex
are available from the Corps of

The general procedure for
is as follows:

1.

River Mile

Hypothetical Example for Demonstr.

USE OF MA

Determine the porti
cern which would b
or isolation.

Identify routes whic
ment of people £
affected area.

Identify the amount
evacuation.

Use the information
ing evacuation pl
affected area and
evacuation.

DEFINITION OF




ERGENCY PLAN
FOR

attached maps provide a basis for evaluating
acuation plans for affected areas and develop-
rther plans which are needed. The Corps of
recommends that such evaluations be made and

supplemental plans be developed. Information
ion planning and examples of evacuation plans
jble from the Corps of Engineers.

USE OF MAPS

hgeneral procedure for use of the attached maps
L

Determine the portion of your area of con-
cern which would be affected by inundation
or isolation.

Identify routes which would be used for move-
ment of people from each part of the
affected area.

Identify the amount of time available for
evacuation.

Use the information to assess whether exist-
ing evacuation plans cover all of the
affected area and will provide for timely
evacuation.

DEFINITION OF TERMS

? The distance along the channel

of the Susquehanna River and
Tulpehocken Creek measured from
the confluence of the Susque-
hanna River with the Delaware
River.

i
I
!

ARSH DAM AND LAKE
OUNTY, PENNSYLVANIA

Peak elevation

Peak time

Arrival time

NGVD

Spillway Design Flood

Emergency

Cross section

The computed maximum water sur-
face elevation which would be
reached at a location downstream
of Blue Marsh Dam due to assumed
conditions.

Elapsed time* after assumed
event until peak elevation
occurs.

Elapsed time* after assumed

event until arrival of danger-
ously high flows at a point.

National Geodetic Vertical Datum
(distance above 1929 mean sea
level).

The maximum flow (75,200 c.f.s.)
which Blue Marsh Dam is designed
to pass.

A condition in which the occur-
rence of a significant hazard to
life or property is possible or
certain to occur.

Point at which the shape of a
stream channel or valley is
measured, usually in a direction
perpendicular to the direction
of flow.

#Elapsed time for the Level 1 emergencv condition
is measured from the time at which the rese -oir level

exceeds the top of the flood control pool

vlev. 307

NCVD) and begins to flow over the spillway. Elapsed time
for the Level 2 and Level 3 emergency conditions is
measured from the time at which uncontrolled release of

water begins (other than over the spillway).
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CROSS SECTION DATA

PLATE SECTION

NUMBER M LOCATION
€ T3 Immediately Below Dam
© s Near Rebers Bridge 1.8%
n T2 Near Van Reed Road Bridge 1.40
1} T10 Near Red Bridge Road 4.1
n 17 Near Grey Rock Road Bridge 6.7
n b1 Near Conrsil Bridge o
" SBE Conrail PBridge 7.23
"n SoF Buttonvood Ave. Aridge 7.47
n ShC Penn St. Bridge 7.0
11 s Pennsylvania Railroad Bridge LI
" 8] Lancaster Ave. Bridge w4
1" L ¢ Re. 701 Bridge 10.0%
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CROSS SECTION DATA
DISTANCE TIME OF
CROSS FROM ARRIVAL PEAK
SECTION DAM OF PEAK a ELEV,
NUMBER LOCATION (MILES) ELEVATIONS (FEET)
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T7 Near Grey Rock Road Bridee 617 U Hes. 12 Min. 207,06
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SBS Penn Sv. Hridge 7.l 4 Hrs. 30 wun, 243,09
3ueasured from the time at which uncontrolled release ot water
begins tother than over the spillwavi.
t‘M‘.H‘.
“Lm-‘m‘s! hazardous elevation 1s exceeded by assumed reserverr
release and ‘or assumed 25-year flood on Schuylkill River.
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